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Table 5-1(b). NCHRP Report 350 Crash Test Matrix for Longitudinal Barriers
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Test Conditions
NCHRP Report 350 Test
Vehicle Designation and Type Vehicle Weight Speed Angle
kg (Ibs) km/h (mph) Degrees
E 820C (Passenger Car) 820 [1,800] 50 [31] 2
2,000P (Pickup Truck) 2,000 [4,400] 50 (31] 2
820C (Passenger Car) 820 [1,800] 70 [44) 2
2 2,000 (Pickup Truck) 2,000 [4,400] 70 [44) 2
820C (Passenger Car) 820 [1,800] 100 (621 2
3 2,000P (Pickup Truck) 2,000 [4,400] 100 (621 25
820C (Passenger Car) 820 [1,800] 100 [62] 2
a 2000P (Pickup Truck) 2,000 [4,400] 100 (62] 2
8,0008 (Single-Unit Truck) 8,000 [17,600] 80 [50] 15
820C (Passenger Car) 820 [1,800) 100 [62) 2
5 2,000P (Pickup Truck) 2,000 (4,400] 100 [62] 2
36,000V (Tractor Trailer) 36,000 80,000'] 80 [50] 15
820C (Passenger Car) 820 [1,800] 100 [62] 2
6 2,000P (Pickup Truck) 2,000 [4,400] 100 [62] 2
36,0007 (Tractor-Tanker Trailer) 36,000 80,000') 80 [50] 15

Note 1:U.S. Customary Hard Conversion of the 35,000 kg tractor trailer is accopted as the Report 350 conversion and is used throughout for the Report 350 reforence.





